Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
M24308/2-1 Connector
M85049/48-2-1 Strain Relief
M24308/26-1 Female Screw Lock

DE 9S
Sta 2
Port 0

MS3471W18-32P
M85049/52-1-18W

Sta 2
J7

Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.

Length = 55 Inches

CRD - AES Instruments
Sta 2 Rack
Inbd Bay, Middle
25° Up

Serial Drop
for Sta 2
Ozone '06

XX-XXXXXX
Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
- No RS-232 drop provisions exist for DualPax. Use F Cab drop location.
- Add Port 1 wire to existing connector at F Cab, P43.
- Tie shield to backshell at P43

M24308/4-3 Connector
M85049/48-2-3 Strain Relief
M24308/25-9 Male Screw Lock

M24308/2-1 Connector
M85049/48-2-1 Strain Relief
M24308/26-1 Female Screw Lock
Serial Drop for Sta 6
Ozone '06

Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
- No RS-232 drop provisions exist for Station 6, Use Sta 7 drop location.
DE 9S M24308/2-1 w/ Lock Post
H Cab RS232 Breakout Box
P1

To SPPP
P18
RefAOC Dwg#930016

Length = 280 Inches

Zaphrod Instrument
J Cab
Aisle Face
~ 36° Up (leave some slack)

Notes: - Wire is 24 AWG, twisted triple, Alpha 2464 or equiv.
- No RS-232 drop provisions exist for J Cabinet, Use H Cabinet drop location.
- Tie shield to backshell at P1

DE 9S M24308/2-1 w/ Lock Post
H Cab Port 1

Serial Drop
for J Cab
Ozone '06

X-----------------------XX-XXXXXX